4" ROUND LAMP

INCANDESCENT LAMP FEATURES:

« Grommet mount
« Standard plug

MATERIAL:
* Polycarbonate lens
* ABS housing

LIGHT SOURCE:

1T-L4R - STI
e 1 bulb, #1157
» Tested at 12V

1T-L4A - Turn
1T-LAR 1 bulb, #1157

FMVSS: STI, S2, T2 « Tested at 12V
16 1T-L4C - Back-up

« 1 bulb, #1157

e Tested at 12V

1T-L45R - STI
1 bulb, #1157
» Tested at 12V

" 1T-L4C KIT NUMBERS:
Q’b FMVSS: R (2) « Kit includes grommet
and Pigtail
< 1T-400A
ol * Amber Light
g 1T-400R
* Red Light
1T-400C
» White (Backup) Light
1T-L45R 1T-450R
w/ reflective lens  Red Light w/Reflective Lens
FMVSS: STI, P2, A

1T-L4A
FMVSS: 1, 16, P, P2

INCANDESCENT FEATURES:
LAMP « 2-post mount

* 3 male terminal ends
* Canister style housing
» Tested at 12V

MATERIAL:
 Polycarbonate lens
* ABS housing

L03-0027 L03-0026 LIGHT SOURCE:
FMVSS: STI, 82, T2, 16 FMVSS: I, 16 L03-0027
« 1 bulb, #1157
» Tested at 12V
AVAILABLE IN LED

L03-0026
¢ 1 bulb, #1157

L03-0028
* 1 bulb, #1156

— : L03-0105A
L03-0105A L03-0028 » Front Park/Turn Indicator
FMVSS: R * Clear lens

» Amber bulb
SPECS AND DRAWINGS AVAILABLE ON REQUEST LErS oe;tictjn: L15-0097Al
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