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1A-S-55RI

lEd mARKER lAmP
9 dIOdE 
FMVSS: P2 P3
CLEAR LENS P2 ONLY

FEATURES: 
• Grommet mount 
• Standard 2-pole plug

MATERIAL: 
• Polycarbonate lens 
• ABS housing

LIGHT SOURCE:
1A-S-55A 
• 9 light emitting diodes 
• Tested at 12V

1A-S-55AI 
• 9 light emitting diodes 
• Tested atå 12V

1A-S-55R 
• 9 light emitting diodes 
• Tested at 12V

1A-S-55RI 
• 9 light emitting diodes 
• Tested at 12V

1A-S-55A

1A-S-55R

1A-S-55AI

lEd mARKER lAmP
2 dIOdE 

FEATURES: 
• Grommet mount 
• Standard 2-pole plug

MATERIAL: 
• PMMA lens 
• ABS housing

LIGHT SOURCE:
L14-0080A 
• 2 light emitting diodes

L14-0080R 
• 2 light emitting diodes

L14-0080A
FMVSS: P2,  P3

L14-0080R
FMVSS: P2, P3, PC, PC2
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lEd AuXIlIARY lAmP
9 dIOdE
FMVSS: AUXILIARY

FEATURES: 
• Grommet mount 
• Standard 2-pole plug

MATERIAL: 
• Polycarbonate lens 
• ABS housing

LIGHT SOURCE:
1A-S-55P 
• 9 light emitting diodes 
• Tested at 12V

1A-S-55G 
• 9 light emitting diodes 
• Tested at 12V

1A-S-55B 
• 9 light emitting diodes 
• Tested at 12V

1A-S-55G1A-S-55B

1A-S-55WI
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